
Chucky Extension Instructions

The Chucky Extensions have three inches of thread and a 1” x 1/4” diameter shank.
This allows the Extensions to be inserted into the end of a Chucky MT2 Arbor.  It also fits our 

12” Reverse Chucky Arbor (available only with the Reverse Chucky)

These Extensions also have a 1/4” x 1” hole in the threaded end.
This hole also has a threaded cross hole with a 3/32 Set Screw.  This is to accommodate anything 

with a 1/4” diameter shank; such as a buff, sanding disk etc.  Simply tighten the set screw to 
secure the inserted shank.

The Extensions can also be “piggy backed” to lengthen the arbor to accommodate deeper 
workpieces.

We do not recommend a extending a 3” or 4” Arbor more than two 3” Extensions.
The 12” Reverse Chucky may be extended up to three 3” Extensions.

 Do NOT use the Chucky Extensions with XL Chuckies or Jumbo Chuckies 
only use a 3" or 4" MT2 Arbor.  These Chuckies are heavy and may bend the 

shank in the Extension.

Be sure to tighten the Set Screws to secure the Extensions.
Also use the included 3/4-10 Jam Nut as necessary.

Please read all product use,﻿ descriptio﻿ns and instructions or recommendations. 
The safe use of this product is entirely the responsibility of the purchas﻿er. If yo﻿u do﻿ not agree with this, 

please return the Rubber Chucky product immediately for a full refund. Your use of this product will 
constitute your agreement to your responsibility. 
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